
Avantor Services voert leveranciersonafhankelijke 
pipetkalibraties uit volgens de strengste ISO-
normen. (ISO17025 & ISO8655) 
Zo bent u ervan verzekerd dat uw pipetten aan 
de standaard voldoen.
Avantor Services kan kalibraties uitvoeren op alle 
merken van pipetten.

Pipette services
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Avantor® is a leading global provider of mission critical products and services to customers in the biopharma, healthcare, education & government, and advanced technologies & 
applied materials industries. We operate in more than 30 countries and deliver an extensive portfolio of products and services. We set science in motion to create a better world. 
Trademarks are owned by Avantor, Inc. unless otherwise noted. © 2021 Avantor, Inc.   

Contact Avantor Services to schedule a maintenance or calibration  
or for more information about our services:  
technical.service.be@avantorsciences.com
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Preventative 
maintenance 
by experts

Economic 
calibration  
and adjustment

Preventative 
maintenance, 
economic calibration 
and adjustment

Standard 
calibration and 
adjustment

Preventative 
maintenance, standard 
calibration and 
adjustment

AS-FOUND standard calibration, 
Preventative maintenance, AS-
LEFT standard calibration and 
adjustment

Preventative 
maintenance, standard 
calibration and 
adjustment

AS-FOUND standard calibration, 
Preventative maintenance, AS-
LEFT standard calibration and 
adjustment

As-found calibration

Standard calibration (mono 
channel 2 volumes min., max. 
with 10 measurements) (multi 
channels 2 volumes min., 
max. with 5 measurements)

  ●

As found calibration according 
ISO 8655 (3 volumes with 
10 measurements)

●

Checking against ISO 8655 
specifications     ● ●

Calibration report ISO 17025     ● ●

Preventative maintenance

Disassembling the pipette and 
check on worn/defective parts ●  ● ● ● ● ●

Professional cleaning of 
internal and external parts ●  ● ● ● ● ●

Lubrication of seal, O-rings 
and piston if applicable ●  ● ● ● ● ●

Assembling the pipette
●  ● ● ● ● ●

Leak functional testing
●  ● ● ● ● ●

As-left calibration

Quick calibration (2 volumes 
min., max with 4 measurements)  ● ●      
Standard calibration (mono 
channel 2 volumes min., max. 
with 10 measurements) (multi 
channels 2 volumes min., 
max. with 5 measurements)

   ● ● ●

As Left calibration according 
ISO 8655 (3 volumes with 
10 measurements)

● ●

Checking against ISO 8655 
specifications  ● ● ● ● ● ● ●

Calibration report ISO 17025  ● ● ● ● ● ● ●

Adjustment and recalibration 
when needed  ● ● ● ● ● ● ●

Calibration report 
after adjustment  ● ● ● ● ● ● ●


